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Adomast offers a comprehensive range of products and is
constantly updating with the latest technology and scientific
knowledge focusing on an increasingly environmentally 
conscious industry without compromising performance or 
quality.

Locus Middle East is the exclusive distributor of Adomast  
products  in  the  Middle  East,  Israel  &  India. 

Locus Middle East is a supply chain management company
with main headquarters in Dubai, United Arab Emirates and
a branch in the United Kingdom.

Adomast Manufacturing Ltd, have been creating specialist 
products for the construction industry for a number of years 
and  have built a solid reputation for supplying high quality 
products at supremely competitive prices.
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We are here  
to make sure all  
your concrete &          
 formwork treatment 
needs are fulfilled  
to the highest 
quality



Waterproofing 
& Roofing
Adomast offer an extensive range of bitumen & asphalt based 
paints and coating compounds, developed to protect construction 
and metallic surfaces from the weather by providing highly effective 
waterproof and corrosion protection.

We supply primer products for initial treatment of less porous 
surfaces, felt adhesives to aid bonding of roofing felt to all 
construction surfaces and even aluminised coating to reflect 
damaging UV light to exposed surfaces and roofs. 

We also manufacture a very high performing waterproofing, oil 
repellent and anti-graffiti surface treatment, which allows the 
concrete to breathe but protects the surface against damage from 
rain, soil and oils. This also enables the surface to be quickly and 
easily cleaned.

Our product range is easy to apply, suitable for both indoor and 
outdoor use, and can be used on both vertical and horizontal surfaces.

W
aterproofing &

 Roofing

T +971 4 3853789  M +971 50 3158384  E info@locus-group.com  www.locus-group.com



Waterproofing 
& Roofing

Adocoat Felt Adhesive
Bitumen based adhesive for bonding waterproof felts 
Adocoat Felt Adhesive is a cold applied, black oxidised bitumen based 
adhesive used to impart a very high bond strength for bonding felt 
to itself, concrete, asphalt, metal, wood and similar surfaces. It is also 
suitable for use as a cold gritting solution for bonding chippings to final 
layer of felt.

Adocoat Bitumen Paint Primer
Solvent based bitumen surface primer coating 
A high quality, deep penetrating, bituminous paint for priming surfaces 
prior to the application of bituminous materials, coatings and / or 
flashing tapes. The heavy duty formula makes it ideal to prime concrete 
roofs and floors, cementitious screeds / renders, bitumen felt, weathered 
bitumen, mastic asphalt, weathered, corrugated iron and steel.

Adocoat Bitumen Paint
Bitumen based waterproofing paint 
Adocoat Bitumen Paint is a high bitumen content and a high 
performance solvent based protective coating. It is readily applied and 
imparts excellent adhesion to a wide variety of surfaces. The paint 
provides an effective waterproof, weatherproof, corrosion resistant 
protective coating for steelwork, concrete and potable water tanks.  
Resistant to low concentrations of alkalis, acids and can withstand 
prolonged oxidation.

Adocoat B.M.S
Chemically modified bituminous coating 
Adocoat B.M.S can be applied as a sandwich membrane, to act as a 
waterproofing layer in above and below ground structures of concrete, 
brickwork, blockwork, masonry or to form a DPM for solid floors.  
The product is rubber and resin modified for improved aging and 
gas resistance properties. It is compatible as a waterproof protective 
coating for a wide variety of substrates (iron, steel, lead, zinc, aluminium 
etc). When dry, the product forms an odourless and taint-free black film.

Sizes: 5L, 25L
Coverage: 6-8m² per litre

Sizes: 5L, 25L
Coverage: 2-3 m² per litre

Sizes: 5L, 25L
Coverage: up to 10m² per litre

Application: 0.8mm dry film thickness in 
two coats, typically 1.5-2m² per litre per coat

Sizes: 5L, 25L
An effective radon gas barrier
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Adocoat Emulsion
Bitumen rubber latex waterproof coating 
Adocoat is an alkali resistant cold applied rubberised bitumen emulsion 
which imparts excellent adhesion to sound building materials, including 
asphalt and retains its flexibility in low temperatures while being 
resistant to softening in warm conditions. Adocoat is used to provide a 
flexible waterproof membrane on most building surfaces.

Adocoat C40B4
K-140 bitumen emulsion tack coat 
C40B4 (K1-40) is a conventional cationic bitumen emulsion which 
complies with grade K1-40 of BS 434-1 and grade C40B4 of BS EN 
13808. Designed as a tack coat for use in the construction and repair 
of pavements, driveways, roads and highways. C40B4 is a rapid setting 
emulsion, primarily designed to provide an adhesive bond between 
existing surfaces and bituminous overlays e.g. hot rolled asphalt, 
macadam and slurry seals, or between courses in road construction. 

Adocoat C60B4
K-160 bitumen surface dressing & patching compound 
Adocoat C60B4 (K1-160) is a cationic bitumen emulsion which complies 
with grade C60B4 of EN 13808:2005. Adocoat C60B4, because of its 
higher bitumen content, is generally used for surface dressing, patching, 
re-tread and other similar applications.

Adocoat LAC - All Weather
Liquid asphaltic based compound for waterproofing 
Bitumen based compound for application as a damp proof membrane 
in solid floor construction, sandwiching damp proof membranes under 
concrete and roof screeds, external waterproofing to buried concrete 
or as a tanking membrane. Adocoat LAC can be used all year round. 
Adocoat LAC is not recommended for use in exposed applications.

Sizes: 5L, 25L
Coverage: 1.5-2.5m² per litre

Sizes: 5L, 25L, 205L
Coverage: 1.0-1.5m² per litre

Sizes: 25L, 205L
Coverage: 0.5-2m² per litre

Sizes: 25L, 205L
Coverage: 0.8-1.5 m² per litre
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Waterproofing 
& Roofing

Patination Oil
Protective film coating for application to exposed lead surfaces  
Lead surface treatment which quickly forms a hard-wearing resin that 
prevents lead carbonate from forming on the surface and additionally 
helps prevent staining to adjacent building materials. Designed for use 
on lead roofing, flashings and cladding to give a uniform, attractive 
appearance where the lead is visible. It is also necessary when water 
flowing from the Lead Sheet may come into contact with other visible 
building materials.

Aluminium Paint for Roofs
Highly concentrated silver pigmented bituminous  
UV protective coating 
Economical, highly flexible, solar reflective coating suitable for 
application to bitumen based roofing felt. It imparts excellent durability 
and protection against UV degradation and weathering to the roof. 
Suitable where bituminous exteriors, exposed steel and corrugated iron 
surfaces that are directly exposed to sunlight & standing rain water. It 
creates a brilliant silver finish that is highly weather resistant. 

Adoguard HD
Surface waterproofing & anti-graffiti treatment 
Adoguard HD is a custom blend of speciality water based polymers 
and technologies to create a combined protective surface treatment 
offering water, oil / soil repellence and anti-graffiti protection. Adoguard 
HD has been designed for use on concrete, brick, stone and other porous 
surfaces.

Aquabar
Flexible hydrophilic strip which expands & seals when wet 
Flexible and expanding hydrophilic waterstop. Developed for use in 
concrete structures at joint locations, where the Aquabar expansion fills 
any minor voids in the concrete surrounding the water bar, preventing 
the passage of water across the plane of the joint. Installation on site is 
simple and  requires no site welding at corners or intersections. Aquabar 
is easily kneaded together to give continuity through the longest 
lengths. An ecological and user friendly product that is easy to install by 
use of either gun-nailing or gluing with Aquabar Mastic.

Sizes: 5L, 25L
Coverage: 10m² per litre

Sizes: 0.5L, 1.0L
Coverage: 50m² per litre
Easy application

Sizes: 1L, 5L, 20L, 25L, 205L
Coverage: 3-5m² per litre

Sizes: 10mm, 20mm
Coverage: 10mm or 20mm of 7 & 10 metre 
reels – Pack Size 80m per box
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Aquabar Mastic
PU based swell mastic & adhesive 
One-component swelling waterstop sealant that, expands on contact 
with water. Prior to expansion, it is suitable for bonding to a wide variety 
of substrates including concrete, rock and metals. Once applied it acts as 
a high performance water proofing seal for precast applications such as 
storage reservoirs and utility vaults. Expands up to x2 in volume following 
contact with water. It is moisture-cured to form a tough hydrophilic rubber 
elastomer, protecting against joint movement or concrete shrinkage.

Adowipe Station
Anti-bacterial hand wipe station 
Floor Standing Adowipe Station containing Anti-Bacterial hand wipes 
on a roll with 500 sheets per roll designed for ease of use.

Coverage: 310ml Cartridge Pack Size  
24 per box

Sizes: 310mm
Supplied: as a gun-grade form

Sizes: n/a
Coverage: 500 sheets per roll
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Metwash Premium Hand Cleaner
Hand cleaner for removing metal contaminants from skin 
Powerful, biodegradable & environmentally safe hand wash for 
metalworkers, formulated to clean and remove all metal residue from 
soiled skin and keep it moisturised to prevent the skin from irritation, 
cracking & chapping.

Metwash Gel
Hand cleaner for removing metal contaminants from skin 
Viscous gel based hand cleaner designed for those working with and 
handling metal sheets. 

Formulated to clean and remove all metal residue from soiled skin 
and keep it moisturised to prevent the skin from irritation, cracking & 
chapping.

Metwash Station
Metwash wipe station 
Floor Standing Station containing Metwash hand cleaning wipes on a 
roll with 500 sheets per roll. 

Designed for cleaning and removal of any metal contamination 
from hands – for companies where the handling of metal sheeting is 
necessary.

Sizes: 500ml
Coverage: 10 per box

Sizes: 5L
Coverage: n/a

Sizes: n/a
Coverage: 500 sheets per roll
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The Company embarked on a comprehensive 
Lead-in-Blood (LIB) reduction programme 
which has achieved a reduction in average 
employee LIB levels from 32.3μg/dl in 2012, to 
15.4μg/dl in 2018.

The use of Metwash, for handwashing and 
showering, was one of a series of measures that 
were put in place to help achieve the reduction 
in LIB levels.

The following photographs demonstrate the 
superior Lead-removal capabilities of Metwash 
when compared to ordinary hand soap.

Employees were asked to wipe a “wet-wipe” 
on their skin which is then sprayed with a 
disclosing solution. The solution indicates the 
presence of Lead by changing colour to red, the 
more Lead that is present shows as a deeper 
red colouration.

Use of Metwash within a Lead-in-Blood 
control programme.

Washing using ordinary  
liquid hand soap

Washing using Metwash  
liquid soap
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Hinckley Point C - photo courtesy of Hinckley Point C Media Team



Whatever your
requirements are, 
Locus Middle East and 
Adomast are happy to 
talk you through any of
our products,anytime.



Adomast Manufacturing Ltd, 
Carlton Industrial Estate, 
Barkston Road, Barnsley, 
S71 3HU, UK

www.locus-group.com
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PO Box 239738, Dubai
United Arab Emirates


