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Adomast offers a comprehensive range of products and is
constantly updating with the latest technology and scientific
knowledge focusing on an increasingly environmentally 
conscious industry without compromising performance or 
quality.

Locus Middle East is the exclusive distributor of Adomast  
products  in  the  Middle  East,  Israel  &  India. 

Locus Middle East is a supply chain management company
with main headquarters in Dubai, United Arab Emirates and
a branch in the United Kingdom.

Adomast Manufacturing Ltd, have been creating specialist 
products for the construction industry for a number of years 
and  have built a solid reputation for supplying high quality 
products at supremely competitive prices.
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Epoxy & Polyester
Adomast supply an extensive range of professional high 
performance coatings and repair products based on epoxy and 
polyester resin technology. These products are designed for 
application onto cementitious based substrates and to steel. 

Our range of solvent free, water based protective coatings and 
sealers offer exceptional water, and chemical resistance along with 
excellent levels of adhesion and durability to most construction 
surfaces. 

The products can be used as high performance damp proof 
membranes, for flexible protective coatings for flat roofs and for the 
protection of flooring, tanks and bunds.

All our Epoxy & Polyester products are supplied in pre-weighed 
containers to make mixing and application a breeze. 

Epoxy &
 Polyester
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Epomast Anticarb
High performance epoxy resin barrier coating 
Epomast Anti-Carb has been formulated to confer long term protective 
and decorative properties to concrete and masonry surfaces. The 
micro-porous structure of the coating acts as a barrier to the ingress 
of Chlorides and Carbon Dioxide and other acid gases, but allows the 
passage of water vapour from the substrate. The elastomeric nature of 
Epomast Anti-Carb ensures good crack bridging properties, in case of 
structural movement.

Epomast Tack Primer
Epoxy resin based primer coat 
Epomast Tack Primer has been developed as a primer coating 
for bonding epoxy repair resins & coatings to concrete. It exhibits 
outstanding adhesion to concrete & other porous surfaces. It is an ideal 
primer / adhesive for bonding new concrete to old. Also offers a protective 
treatment to exposed steel re-enforcement during concrete repair.

Epomast Ultracoat
Two-part epoxy resin paint /coating 
Epomast Ultracoat is a rapid curing, two pack, solvent free Epoxy 
coating with outstanding resistance to aggressive acids, solvents and 
alcohols, e.g. 96-99% Sulphuric Acid, Methyl Ethyl Ketone and Methanol. 
Typical Uses; As an internal lining for concrete or steel storage tanks; 
chemical bunds, chemical resistant floor/wall coating for chemical 
and printing works, bottling and canning factories, pharmaceutical 
production, etc.

Epomast DPM
High performance epoxy resin based surface damp proof 
membrane 
Epomast DPM is a two-pack, solvent free epoxy based damp-proof 
membrane for use with the Adoscreed range of surface coatings 
and toppings. It suppresses residual construction moisture and rising 
dampness in concrete and sand/cement screeds and can be used in 
situations where the relative humidity level is above 75%. 

Sizes: 1kg, 5kg
Coverage: 3-6m² per kg
Solvent free / low odour
Adhesion to concrete: 3.8 MPa  
(concrete failure)

Application rate: 5m²/litre/coat 2 coats 
recommended (dft of 200microns)

Sizes: 10L
Elastic nature with crack bridging properties

Application rate: 1.7m² per kg (5kg will 
cover 8.3m²) 2 coats recommended (dft of 
500 microns)

Sizes: 5kg, 15kg
Pot life @20°C: 30 Mins  @10°C: 60 Mins

Sizes: 5kg, 10kg
Coverage: 30-40 m² per litre
Bond strength: (EN 13892) >2.0 N/mm²
Curing Time: 18 hours before carrying out 
any further operations

Epoxy & Polyester

T +971 4 3853789  M +971 50 3158384  E info@locus-group.com  www.locus-group.com



Adocoat TFC
Non-voc, solvent free, professional grade epoxy system 
Supplied as a 2-pack system which cures to give a highly durable 
waterproof coating. High substrate adhesion to steel concrete & 
masonry, it has excellent protection against non-potable water, 
chemicals, mineral acids, alkalis and vegetable oils. Recommended for 
applications where performance is a higher priority than aesthetics. 
Ideal for using in industrial applications such as factories, sewage works 
etc, as one of the markets toughest and most durable surface coatings.

Epomast Tufscreed
Three-Part high strength epoxy resin floor screed 
Three pack Epoxy resin-based floor screed designed for application at 
4-6mm thickness. Comprising of a Base component, a Curing Agent 
component and a specially graded Aggregate component. Easy to 
apply and does not stick to the trowel. It is a non-dusting, chemical and 
abrasion resistant, non-slip in nature and may be rapidly opened to 
traffic. Typically used for the seamless protective and decorative, thin 
section screeds for food factories, dairies, abattoirs, hospitals etc.

Adocoat Proflex

Adocoat Proflex Primer

Sizes: 25kg
Strength: 65Mpa after 7 days
Coverage: 2.85m²@4mm thick (per 25kg pack)
Pot life @ 20°C: 50-60 Mins
Curing @20°C: 18 hrs for light foot traffic

Non-voc, solvent free, professional grade epoxy system 
Supplied as a two-pack system and cures to give a highly durable and 
flexible coating. Formulated to provide water vapour and liquid water 
resistance for the design life of a building structure. Surfaces are primed 
with ADOCOAT PROFLEX PRIMER, supplied as a premium two-pack 
system that can be applied to steel, masonry, concrete and damp surfaces. 
The product may be specified as a general high-performance damp proof 
membrane to prevent water ingress into subterranean structures. 

Sizes: 5L, 20L
Cure time: 5-6 hours
Application Rate: 1m² per litre

Non-voc, solvent free, professional grade epoxy primer coating 
Supplied as a 2 pack system & cures to give a highly durable and flexible 
coating. Mechanically stir the base component for a minimum of 3 
minutes, add the full measure of the hardener component and continue 
to stir until uniform in colour. Excellent adhesion to steel, masonry, 
concrete and damp surfaces. At room temperature Adocoat Proflex 
Primer will cure in 4-6 hours – lower temperatures will take longer.

Sizes: 5L, 20L
Application up to 7 days after priming
Coverage: 4m² per litre

Product is classified as hazardous to the 
CLP regulation (EC No 1272/2008)

Sizes: 5L, 20L
Excellent UV resistance

Epoxy &
 Polyester
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Adoseal Acry-fibre
Non voc, fibre modified flexible acrylic roofing coating 
Specially designed to repair and protect failed commercial, domestic 
or industrial flat roofs. Adoseal Acry-Fibre can be applied during damp 
weather conditions and provides long term protection. The coating dries 
to give a tough, durable and elastic waterproof covering. One coat high 
performance water-based flexible acrylic roof coating to give seamless 
and instant waterproofing protection. Incorporated fibres fill and bridge 
any gaps and improve the overall strength. 

Drying Time: 2-3 days depending on 
ambient temperature

Sizes: 5kg
Application Rate: between 1 & 2 kg per m²

Epoxy & Polyester
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Whatever your
requirements are, 
Locus Middle East and 
Adomast are happy to 
talk you through any of
our products,anytime.



Adomast Manufacturing Ltd, 
Carlton Industrial Estate, 
Barkston Road, Barnsley, 
S71 3HU, UK

www.locus-group.com

T  +971 4 3853789 
M +971 50 3158384
E  info@locus-group.com
PO Box 239738, Dubai
United Arab Emirates


